FA642PTC (ZONE/ LOOP/ DATA PROTECTOR)

1-800-934-9354
for technical support

FA642PTC Zone/Loop/Data Surge Protector

The Omega Power FA642 card edge module is gold-plated, double-sided, and is designed to mate with the Omega
Power FAB1B gold-plated female terminal connector. When snapped together, the data circuits | pass thruz the
protector in a serial fashion from the four | Field Side z terminals to the four | Electronics Side z terminals. Terminals
1 or 10 must be attached to Building-Approved Ground.
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DO NOT daisy chain grounds. NOT intended for shield
termination. Install ground in accordance with all

applicable codes.
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Ground Terminal 1 or 10 to Building Approved Ground

General Technical Specifications

Operating Voltage 5,12, 18, 24, 30, 36,
43,52, 180VDC

Clamping Voltage 8,15, 20,30, 36,43,
50, 60, 200VDC

Operating Current 0.15A
Peak Surge Current 10 kA (8x 20 us)
Frequency Range 0to 20 MHz
Insertion Loss <0.1dB at 20 MHz
SPD Technology GDT, SAD, w/Series PTC
Connection Type Terminal block
wfcompression lugs

Terminals accept up to 10 AWG

Operating Temperature -40°Cto +85°C
Dimensions (Inches) 2Hx TWx 2.5L
(PC642 + PCB1B Base)

Weight 1oz
Certifications UL 4978, ISO 9001:2000

Caution: The hybrid design of this product includes
series resistance. Do not place this product in service
on any signal line capable of supplying more than
150 milliamperes continuously.



